
RD1U - CAT20xx
The RD1U-CAT20xx is a low profile 1U Clamshell, Rack Drawer, LCD Monitor and Keyboard 
combination With a Depth of 20 Inches. This Rack Drawer fits a standard 19” Rack or Transit Case 
with Depth of 20in. to 28in.  It offers entry level KVM (Keyboard/Video/Mouse) switch functionality.  
Similar to our other platforms, our modular design approach allows tailor made solutions for almost 
any application or environment. It comes with your choice of LCD Size and Enhancements, keyboard/
pointer option, front face handles and latches, KVM Switch, and AD controller card. It is customizable 
to your exacting needs. Other options include high bright, optical bonding, and PCAP Touch.
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 DITHD THE INDUSTRY LEADER IN RUGGED, MISSION CRITICAL, DISPLAY SOLUTIONS
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SINCE 1997

RD1U-CAT20xx 
(Rack,Transit,Industrial Grade)

 C CLASS
Clam Shell, LCD, Keyboard, KVM,  DrawersS
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Note: The CAT20 is 
shown here with its 
added series features.
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LED Back Lit LCD

Keyboard/Pointer

Front Face (E8 Shown)

Solid Bearing Slides

Cage-Style Cable Guide

Video Controller

Limited KVM Options

Locking Power Conn.

Transit Case Arms
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Custom Options Available On All DITHD Models.

RD1U-CAT20
17L, 17HB

173W, 173HB
and more

RD1U-CAT20

17L

•	 V35X Embedded Controller
•	 Max Resolution: 1920 x 1200 

Input Options Available: VGA, DVI, DP
•	 Audio: Optional

CONTROLLER

Additional Front Face Options Available

Over 10+ Controller Options Available

CAT20 SERIES 

SPECIFICATIONS

FRONT FACES

•	 E8: Thumbscrew with 5” Collapsible Handle

•	 Ea6: Thumbscrew , 7.5” Pull Handle w/Audio

Cage Style Cable Guide

Mil Grade Friction Slides

Transit Case Arms

E8 Front Face

•	Rugged Folding Clamshell Design
•	Light Weight Aluminum Construction
•	Flexible Keyboard & Pointer Options
•	Integrated Cable Management
•	Limited KVM Options Available
•	Mounts in Standard 19” Rack 
•	Fits Cabinets Depths from 20”-28” 
•	Built-in Slide Rails w/Telescoping Arms

•	High Bright, Touch Screen and 
Optical Bonding Options Available

DISPLAYS

Additional Panel Options Available

17L
•	Backlight: 350 NITS, LED
•	Operational Temp: -30* to 85* C

SXGA 1280 x 1024 (Max Res)

173W
•	Backlight: 400 NITS, LED
•	Operational Temp: 0 to 70*C

FHD 1920 x 1080 (Max Res)

173HB
•	Backlight: 1000 NITS, LED
•	Operational Temp: 0 to 70*C

FHD 1920 x 1080 (Max Res)

WHY CHOOSE THE CAT20? KEYBOARDS/POINTERS

10+ Keyboard/Pointer Options Available 
(Contact Sales Rep for more CAT20 Series 

•	 I2u: 82 Key w/Glide Pad

•	 Dimensions: 1.75”(1U) x 19”W x 20”D
•	 Weight: 27LBs
•	 Power Consumption: 35 Watts
(Values may vary depending on configuration)

Over 10+ KVM Options Available

BACKS/KVM’s

•	 Ex: Legacy VGA KVM Switches (Multiple to Choose From)

•	 Gx: DVI-D KVM Switches (Multiple To Choose From)

•	Backlight: 400 NITS, LED
•	Operational Temp: -20 to 70 C

XGA 1024 x768 (Max Res)15L

DITHD | The Worlds Most Configurable Monitors 
1357 Rocky Point Drive, Oceanside CA 92056 | 760.599.9225 | www.DITHD.com

•	 B2u: 103 key With Cirque Glide Pad
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•	  Ox: HDMI KVM Switches (Multiple to Choose From)
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Authorized Distributor

wdlsystems.com 

sales@wdlsystems.com

800-548-2319

919-545-2500

220 Chatham Business Drive
Pittsboro, NC 27312
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